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How to turn on the SF1000 in “Boot” mode 
 

A computer using Windows 10 or Windows 11 is necessary to follow this 

procedure. Do not use a virtual machine, macOS, Shadow system, etc… to 

update. 

 

 1 – Preparation phase 

 

Unmount the Formula Wheel Add-On Ferrari SF1000 Edition from the base. 

 

Remove the four screws of the magnetic paddle module (or T-CHRONO PADDLES) 

and put it on the side to access the USB-C Connector. 

 

 

Take a USB-C to USB Type A cable and connect the Formula Wheel Add-On Ferrari 

SF1000 Edition to a Windows 10 or 11 computer. 

 

 

2 – Installing the proper driver & opening the firmware updater 
 

You will need to open the “FIRMWARE UPDATER”. To do so, there are two 

methods depending on the servobase you use. 

 

a) IF YOU USE A T818 / T598:  

Open “My Thrustmaster Panel” and click on “Firmware Recovery”. My Thrustmaster 

Panel is available below: 

https://apps.microsoft.com/detail/9n1bwncrqz3h  

 

b) IF YOU USE ANOTHER WHEELBASE:  

Make sure that you have installed the latest driver for the wheel. The driver is available 

below, in the “drivers” tab: 

https://support.thrustmaster.com/en/product/ferrarif488gt3addon-en/  

 

https://apps.microsoft.com/detail/9n1bwncrqz3h
https://support.thrustmaster.com/en/product/ferrarif488gt3addon-en/


Click on the arrow to download the driver, then install it on your computer. 

 

 
 

In the Windows search bar, type “Firmware Updater” and open it. 

 

3 – Putting the product in “Boot” mode 
 

a) Simultaneously press the buttons [1+] and [10-] 

 

b) While keeping these buttons pressed, connect the wheel to your computer 

using the USB-C cable. 

 

c) Release the buttons, and wait a few seconds. 

 

d) You product should now appear in the Firmware Updater in “[BOOT]”. 

  



4 – Running the update to “wake up” the product 
 

a) Click on “OK” to start the firmware update, and follow the steps displayed on 

screen. Make sure to NOT disconnect the wheel during the update! 

 

b) Once the second step has been done, and when prompted by the firmware 

updater, disconnect and reconnect your wheel: 

 

c) The bootloader is done: 



Comment réveiller le SF1000 en mode « BOOT » 
 

Un ordinateur équipé de Windows 10 ou Windows 11 est nécessaire pour suivre 

cette procédure. N’utilisez pas de machine virtuelle, macOS, système Shadow, 

etc., pour effectuer la mise à jour. 

 

 1 – Phase de préparation 

 

Retirez le Formula Wheel Add-On Ferrari SF1000 Edition de la base. 

 

À l’aide d’un câble USB-C vers USB Type-A, connectez le Formula Wheel Add-On 

Ferrari SF1000 Edition à un ordinateur sous Windows 10 ou 11. 

 

 

À l’aide d’un câble USB-C vers USB Type-A, connectez le Formula Wheel Add-On 

Ferrari SF1000 Edition à un ordinateur sous Windows 10 ou 11. 

 

 

2 – Installation du pilote approprié et ouverture de l’outil de mise à 

jour du firmware 
 

Vous devrez ouvrir le Firmware Updater. Pour cela, deux méthodes sont 

possibles selon la base utilisée. 

 

a) SI VOUS UTILISEZ UNE BASE T818 / T598:  

Ouvrez My Thrustmaster Panel et cliquez sur « Firmware Recovery ». 

My Thrustmaster Panel est disponible ci-dessous: 

https://apps.microsoft.com/detail/9n1bwncrqz3h  

 

b) SI VOUS UTILISEZ UNE AUTRE BASE:  

Assurez-vous d’avoir installé le dernier pilote pour le volant. Le pilote est disponible ci-

dessous, dans l’onglet « drivers » : 

https://support.thrustmaster.com/en/product/ferrarif488gt3addon-en/  

https://apps.microsoft.com/detail/9n1bwncrqz3h
https://support.thrustmaster.com/en/product/ferrarif488gt3addon-en/


Cliquez sur la flèche pour télécharger le pilote, puis installez-le sur votre ordinateur. 

 

 
 

Dans la barre de recherche Windows, saisissez « Firmware Updater » et ouvrez 

l’application. 

 

3 – Mise du produit en mode « Boot » 
 

a) Appuyez simultanément sur les boutons [1+] et [10-]. 

 

b) Tout en maintenant ces boutons enfoncés, connectez le volant à votre 

ordinateur à l’aide du câble USB-C. 

 

c) Relâchez les boutons et attendez quelques secondes. 

 

d) Votre produit devrait maintenant apparaître dans le Firmware Updater avec la 

mention « [BOOT] ». 

  



4 – Appliquer la mise à jour pour « réveiller » le produit 
 

a) Cliquez sur « OK » pour lancer la mise à jour du firmware, puis suivez les 

étapes affichées à l’écran. Veillez à NE PAS déconnecter le volant pendant 

la mise à jour ! 

 

b) Une fois la deuxième étape terminée et lorsque l’outil de mise à jour du 

firmware vous y invite, déconnectez puis reconnectez votre volant: 

 

c) Le bootloader est terminé: 
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