THRUSTMVMIASTER’

H:)

SHIFTER ADD-0N

FACE PLATE REPLAGEMENT PROCESS

REMINDER

Follow the steps
Handle in a clean, dry place
Use the recommended tools
Be careful not to damage the.connectors and electronics

TOOLS

NOT INCLUDED:
- M3 (#8) Flathead Screwdriver
1 -M3(#8) Philips Screwdriver

NOT INCLUDED:
- M3 (#8) Flathead Screwdriver
- M3 (#8) Philips Screwdriver




Remove the TM logo
Be careful not to scratch the product.

= = Usea M3 (#8) flathead screwdriver s

e —

Remove the Torx screw
from the handle shaft using
the provided T20 Torx screwdriver

Remove the handle from the shaft

Remove the 9 Phillips screws
from the bottom cover.
Use a M3 (#8) Phillips Screwdriver s




STEP 'S

Remove the bottom cover
« ___ fromthetopcover.
Be careful not to lose the cap

Remove the bottom cover
from the ton eover.

= Be careful not to lose the cap

Carefully check that all 6 screws are in place
on the top cover you just removed.

Otherwise, look in the bottom cover and
remove the screw(s).

If you do not have a total of 6 screws, before
going any further, urgently contact our
customer service for a final check.

STEP (7

Take the replacement top cover




STEP '8

Reassemble the THBS Shifter
with the replacement top cover and the cap

, Reassemble the TH8S Shifter
-l - withthe replacement top cover and the capl

~ —i

Tighten the 9 screws
(use the new screws)
using a M3 (#8) Philips SCrewdriver v s
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Position the bottom part
of the handle on top of the shaft

Position the top part of the handle
on top of the bottom part




Tighten the Torx Screw
(the screw can be reused)
using the provided Torx screwdriver

Reposition the logo again

STEP * 13

Make sure the slider moves

right and left




