HOW TO LOAD THE TARGET PROFILE FOR MechWarrior5s ...

First, if not done already, install T.A.R.G.E.T, then reboot your computer.
Once done :

1. Plug your T.16000M FCS Duo to your computer.

2. Launch « TARGET GUI » (desktop icon, start menu or go to : "C:\Program Files
(x86)\Thrustmaster\TARGET\x64\TARGETGUI.exe")

3. Clic on the « Run configuration » button located in the top right corner of the interface.
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4. Browse to the profile you want to load, in our case, « Mechwarrior5.fcf» and double-clic it,
it will then run the profile.

Note : running a profile for the first time can take some time.



5. Once you see this, you can launch « Elite Dangerous » software, but do not stop the profile
or exit T.A.R.G.E.T.

TARGET GUI

LAUNCHING AND RUNNING PROFILE

*** Allocated Procinstances found from the previous run: use FreeProcinstance() ***
Mapped plugin module "C:\Program Files (x86)\Thrustmaste\TARGET\Plugins\sys.dil"
Physical USB HID devices managed by script!

Currently plugged USB HID devices|2]:

1:"TWCS T le” - "USB\VID_044F&PID_B687&REV_0110"

2: "T.16000M" - "USB\VID_044F&PID_B10A&REV_0500"

Installing filter driver to VID_044F&PID_B10A. Please Wait...Done!

USB HID device "T.16000M"(USB\VID_044F&PID B10A\5&2305469A&0&10) selected
Installing filter driver to VID_044F&PID_B687. Please Wait...Done!

USB HID device "TWCS Throttie"(USB\VID_044F&PID_B687\5&230B469A&08&2) selected
USB HID device with hardware id "VID_044F&PID_B679" cannot be found

Virtual HID devices managed by script!

Connecting virtual joystick...Done

Device name set to Thrustmaster Combined

Connecting virtual keyboard...Done

Connecting virtual mouse (absolute axes)...Done

main returned 0

TEST TOOLS

Note : Once you stop playing and after exiting « Elite Dangerous », you can click on the « stop
profile »button and exit T A.R.G.E.T.




